BARI

MODELO CONEXION SUP.FILTRANTE | VELOCIDAD | CAUDAL
MODEL @ CONNECTION | FILTERING SURFACE SPEED FLOw | DIMENSIONES / DIMENSIONS / DIMENSIONS | GRAVA / GRAVEL / | ARENA / SAND /
MODELE CONNEXION | SURFACE FILTRANTE |  VITESSE DEBIT (mm) GRAVIER (1-2mm) | SABLE (0,4-0,8mm)
mm mm m? m3/h/m? m3/h A B C D E (Kg) (Kg)
BARI1050.20 | 1050 63 0,87 20 17 1755 | 1050 685 1205 831 200 1100
BARI1050.34 | 1050 75 0,87 30-40 26-34 | 1755 | 1050 685 1205 831 200 1100
BARI1050.50 | 1050 90 0,87 50 43 1755 | 1050 685 1205 831 200 1100
BARI1200.23 | 1200 75 1,13 20-30 23-34 | 1755 | 1200 685 1205 831 250 1450
BARI1200.45 | 1200 90 1,13 40-50 45-56 | 1755 | 1200 685 1205 831 250 1450
BARI1400.20 | 1400 75 1,54 20 31 1755 | 1400 685 1205 831 375 2050
BARI1400.30 | 1400 90 1,54 30 46 1755 | 1400 685 1205 831 375 2050
BARI1400.45 | 1400 110 1,54 40-50 62-77 | 1755 | 1400 685 1205 831 375 2050
BARI1600.20 | 1600 90 2,01 20 40 1755 | 1600 685 1205 831 500 2350
BARI1600.34 | 1600 110 2,01 30-40 60-80 | 1755 | 1600 685 1205 831 500 2350
BARI1600.50 | 1600 125 2,01 50 100 1755 | 1600 685 1205 831 500 2350
BARI1800.20 | 1800 90 2,54 20 51 1980 | 1800 700 1420 956 750 3350
BARI1800.30 | 1800 110 2,54 30 76 1980 | 1800 700 1420 956 750 3350
BARI1800.40 | 1800 125 2,54 40 102 1980 | 1800 700 1420 956 750 3350
BARI1800.50 | 1800 140 2,54 50 125 1980 | 1800 700 1420 956 750 3350
BARI2000.20 | 2000 110 3,14 20 63 1980 | 2000 700 1420 956 1000 4300
BARI2000.30 | 2000 125 3,14 30 94 1980 | 2000 700 1420 956 1000 4300
BARI2000.40 | 2000 140 3,14 40 126 1980 | 2000 700 1420 956 1000 4300
BARI2000.50 | 2000 160 3,14 50 157 1980 | 2000 700 1420 956 1000 4300
DATOS TECNICOS
TECHNICAL DATA
DONNEES TECHNIQUES
B
PRESION DE PRUEBA
TESTING PRESSURE CISNIENIE TESTU 3,75 kg/cm?
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LECHO FILTRANTE 3
BED DEPTH WYSOKOSC ZLOZA 1200 mm XOOOXKX
LIT FILTRANT






